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CAND L E  WARMER  L AMP

Ember
Flameless candle warmer lamp, fluted glass, timer

Melts your favourite candle from above — all the scent, none of the flame.

S P EC I F I CAT I ON S

PRODUCT  TYPE Candle Warmer Lamp

HEIGHT About 12 in (30 cm), adjustable

MATERIALS  &  F IN ISH Painted metal base, fluted glass shade

L IGHT  SOURCE GU10 dimmable bulb — 2 included

INSTALLATION Plug in; adjustable pole fits most jar candles

WARRANTY One year, included

IN  THE  BOX Ships in one carton

SHADE Fluted glass

BULB GU10, dimmable — 2 included

Dimensions are approximate (±0.4 in / 1 cm). Natural and hand-finished materials vary slightly from

piece to piece.

K EY  F E ATUR E S

Flameless top-down warming. releases scent with no fire, smoke or soot Fluted glass shade over a warm, dimmable bulb (2 bulbs included)

Built-in timer with 24-hour cycle Height-adjustable pole fits most jar candles

Metal base with a stable, weighted feel Base. Painted metal

PROJECT F IXTURE  TYPE  /  TAG LOCAT ION QTY  ·  APPROVED
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Dimensions

AVA I L A B L E  S I Z E S

S IZE HE IGHT

Standard About 12 in (30 cm), adjustable

Overall dimensions of the fixture. Allow clearance around the fixture as described on page 4.

Tiixo

F IXTURE

Ember · Candle Warmer Lamp

DRAWING  NO .

TX-TL-75264-D1
V I EW

Front elevation

SCALE

Not to scale

UN ITS

in / cm

I SSUED

7 Oct 2026
REV IS ION

A

About 12 in (30 cm), adjustable

FRONT  E L EVAT ION  ·  NOT  TO  SCALE

TI IXO.COM  ·  EMBER TX-TL-75264 ·  DIMENSION  DRAWING



Tiixo
SPEC I F I CAT ION  &  I N STAL LAT ION  SHEET

TX -TL- 7 5 2 6 4  ·  REV  A  ·  7  OCT  2 0 2 6  ·  PAGE  3  OF  4

Ordering information
Catalogue numbers are Tiixo reference numbers. Every configuration of Ember currently offered, with its catalogue number. Quote the catalogue number when ordering or contacting us.

CONF I GU RAT I ONS

CONFIGURAT ION CATALOGUE  NO .

Standard TX-TL-75264-01

CAR E  &  MA I N T ENANCE

Switch off and let the fixture cool. Dust with a soft, dry cloth; no solvents or

abrasive cleaners.

WARRANT Y  &  R E TURNS

One year, included Returns accepted within 30 days of delivery, unused

and in original packaging, with no restocking fee. If it arrives damaged, send

a photo within 7 days and we ship a replacement first.

PACKAG I NG

Ships in one carton

TI IXO.COM  ·  EMBER TX-TL-75264 ·  ORDERING  INFORMATION
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Installation & power

E L E C T R I CA L

L IGHT  SOURCE GU10 dimmable bulb — 2 included

INSTALLATION Plug in; adjustable pole fits most jar candles

POWER

Plug-in lamp: no wiring and no electrician. Place it within reach of a

standard outlet and keep the cord clear of walkways. If a bulb is not

included, fit one of the listed type within the rated wattage.

B E FOR E  YOU  I N S TA L L

P L AC EMENT  GU I D E L I N E S

HEIGHT

Lamp and table together at about 58–64 in (147–163 cm) put the bottom of

the shade near seated eye level.

BEDSIDE

The bottom of the shade should sit roughly at chin height when you are

sitting up in bed.

SHADE  WIDTH

Choose a lamp no wider than the table top, so it sits comfortably with room
to spare.

Safety. Use a standard grounded outlet. Do not run the cord under rugs or

furniture. Never exceed the rated wattage.

Questions before or during install?

Call or text (813) 790-7240 · support@tiixo.com

9am – 5pm Eastern, seven days. We reply within 12 hours.

Returns. 30 days from delivery, no restocking fee.

An outlet within reach of the cord

A stable, level surface

The correct bulb type if one is not included

The cord routed clear of walkways

TX-TL-75264 ·  REV  A  ·  7  OCT  2026 ·  SPECIF ICATIONS  SUBJECT  TO  CHANGE  WITHOUT  NOTICE .  PLACEMENT  AND  WIRING  GUIDANCE  IS
GENERAL ;  ALWAYS  FOLLOW  LOCAL  CODES .

INSTALLATION  &
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