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SO L A R  L I G H T S

Ferro
S P EC I F I CAT I ON S

PRODUCT  TYPE Solar Lights

HEIGHT 24 in (61 cm)

MATERIALS  &  F IN ISH Black metal frame, weatherproof

L IGHT  SOURCE Solar LED, flickering candle effect

WEATHER  RATING Weather-resistant, outdoor

Dimensions are approximate (±0.4 in / 1 cm). Natural and hand-finished materials vary slightly from

piece to piece.

K EY  F E ATUR E S

Solar Powered. Harnesses natural sunlight during the day to automatically

light up your space at night, saving energy and reducing…

Flickering LED Candle. Realistic flame effect enhances the atmosphere with a

gentle, soothing flicker that mimics a real candle’s warm glow.

Weather-Resistant Frame. Crafted from durable black metal, this lantern

withstands rain, wind, and sun exposure for year-round outdoor use.

Easy Installation. No wiring or tools required; simply place it on flat surfaces or

hang it securely to brighten your outdoor décor.

Automatic On/Off Sensor. Smart light sensor ensures the lantern turns on at

dusk and off at dawn, providing hassle-free operation.

Eco-Friendly Lighting. Utilizes renewable solar energy and LED technology for

an environmentally conscious lighting solution.

PROJECT F IXTURE  TYPE  /  TAG LOCAT ION QTY  ·  APPROVED
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Dimensions

AVA I L A B L E  S I Z E S

S IZE HE IGHT

Standard 24 in (61 cm)

Overall dimensions of the fixture. Allow clearance around the fixture as described on page 4.

Tiixo

F IXTURE

Ferro · Solar Lights

DRAWING  NO .

TX-OL-96736-D1
V I EW

Front elevation

SCALE

Not to scale

UN ITS

in / cm

I SSUED

7 Oct 2026
REV IS ION

A

24 in (61 cm)

FRONT  E L EVAT ION  ·  NOT  TO  SCALE
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Ordering information
Catalogue numbers are Tiixo reference numbers. Every configuration of Ferro currently offered, with its catalogue number. Quote the catalogue number when ordering or contacting us.

CONF I GU RAT I ONS

CONFIGURAT ION CATALOGUE  NO .

Standard TX-OL-96736-01

CAR E  &  MA I N T ENANCE

Switch off and let the fixture cool. Dust with a soft, dry cloth; no solvents or

abrasive cleaners.

WARRANT Y  &  R E TURNS

Covered by the Tiixo limited warranty. Returns accepted within 30 days of

delivery, unused and in original packaging, with no restocking fee. If it

arrives damaged, send a photo within 7 days and we ship a replacement

first.

TI IXO.COM  ·  FERRO TX-OL-96736 ·  ORDERING  INFORMATION
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Installation

E L E C T R I CA L

L IGHT  SOURCE Solar LED, flickering candle effect

RATING Weather-resistant, outdoor

POWER

Solar fixture: no wiring. Site it where the panel gets direct sun for most of

the day.

B E FOR E  YOU  I N S TA L L

P L AC EMENT  GU I D E L I N E S

PLACEMENT

Choose a location sheltered or rated for the listed weather exposure.

SPACING

For even outdoor lighting, space fixtures every 6–10 ft (1.8–3 m).

WEATHER

Follow the IP rating listed above; keep connectors and cables protected.

Safety. Keep the panel clean and clear of shade for best performance.

Questions before or during install?

Call or text (813) 790-7240 · support@tiixo.com

9am – 5pm Eastern, seven days. We reply within 12 hours.

Returns. 30 days from delivery, no restocking fee.

A spot with direct sun for most of the day

Fixings suitable for your wall type

TX-OL-96736 ·  REV  A  ·  7  OCT  2026 ·  SPECIF ICATIONS  SUBJECT  TO  CHANGE  WITHOUT  NOTICE .  PLACEMENT  AND  WIRING  GUIDANCE  IS
GENERAL ;  ALWAYS  FOLLOW  LOCAL  CODES .

INSTALLATION  &
ELECTRICAL


